
STAR CEMENT LIMITED
(Formerly CEMENT MANUFACTURING COMPANY LTD)

Ref.: SCL/EC/MINES/70ha/201 8-1 I

To,
The Ministry of Environment, Forests & Climate Change
North Eastern Regional Office,
Law-U-Sib, Lumbatngen,
Near NTC Workshop, Shillong-793021 ,

Otfice CoPY

Date: 01.06.2018

Sub : Six monthly compliance of condition of Environment Clearance letter of 70.00 hectares
Limestone ML Area of Star Cement Limited (Formerly Cement Manufacturing Company
Ltd.) at Village Lumshnong, Dist.- East Jaintia Hills, Meghqlaya - 793210

Ref : Environment Clearance letter No. F. No. J-l { 015/04/201 1 -lA.ll (Ml. dated 01.04.2016

Dear Sir,

This is in reference to our 70.00 hectares Limestone Mining Lease for which we have been
accorded Environmental Clearance vide letter No. F.No. J-1101510412011-lA.ll (M), dated
01.04.2016. We would like to inform your goodself that we have started the mining operations for
the said mine on 21 .09.2O17 .

As required, we are submitting herewith the pointwise compliance of condition of above
environment clearance letter in hard copy and soft copy for the period from @lq!e1;!Q!f to
March. 2018.

We hope you will find the same in order.

Thanking you,

Yours faithfully
For STAR CEMENT LIMITED.

Encl.: a/a
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STAR CEMENT LIMITED
Lumshnong Limestone Mine (70.00 hectares)

Village- Lumshnong, District-East Jaintia Hills, Meghalaya

COMPLIANCE STATUS
Environmental Clearance letter No. F. No. J-11015/04/2011-lA.ll (M), dated 01.04.20'16

Period of comoliance: October. 2017 to March. 2018

Sl. No. Condition Compliance Status
A. SPECIFIC CONDITIONS
(i) Environmental clearance is granted subject to final

outcome of Hon'ble Supreme Court of lndia,
Hon'ble High Court of Meghalaya and Hon'ble
NGT and any other Court of Law, if any, as may
be applicable to this oroiect.

Noted and complied.

(ii) State Government of Meghalaya has recently
notified "Narpuh Wild Life Sanctuary" under the
wildlife (Protection) Act, 1972 and lease is located
4.8 km NE from the notified boundary of "Narpuh
Wildlife Sanctuary". Environmental clearance is
subiect to obtaining clearance under the Wildlife
(Protection) Acl, 1972 from the Competent
Authority.

The mine is located outside the Eco - Sensitive
Zone boundary of Narpuh Wildlife Sanctuary
notified vide Notification No. S.O.2942(E), dated

'6th September 2017 of the Government of lndia in
the MoEFCC and hence we are not required to
obtain the NBWL clearance.

(iii) No mining activities will be allowed in forest area,
if any, for which the Forest Clearance is not
available.

We had applied-for diversion of the forest land
area over 4.82 ha. The Ministry of Environment,
Forest and Climate Change, Regional Office,
Shillong has accorded approval for diversion of
4.82 ha forest land vide No.3-MG B 02412014-SHl
4483-84 dated 11.01.2017.

(iv) The Project Proponent shall obtain Consent to
Operate from the State Pollution Control Board,
Meghalaya and effectively implement all the
conditions stipulated therein.

Complied.
The Consent to Operate has been obtained from
Meghalaya Pollution Control Board vide no.
MPCB/CON-1 31-201d2017 -2018t 10, dtd. 31.07.2017.
The conditions stipulated in CTO is being carried
out effectively.

(v) Mining activity shall only be commenced after
taking necessary approval from the CGWA.

Water is being sourced from cement plant through
tankers. No groundwater will be used for mining
activity.

(vi) Proponent shall appoint an Occupational Health
Specialist for Regular and Periodical medical
examinalion of the workers engaged in the Project
and maintain records accordingly; also,
Occupational health check-ups for workers having
some ailments like BP, diabetes, habitual
smoking, etc. shall be undertaken once in six
months and necessary remedial/ preventive
measures taken accordingly. The
Recommendations of National lnstitute for
ensuring good occupational environment for mine
workers shall be implemented; The prevention
measure for burns, malaria and provision of anti-
snake venom including all other paramedical
safeguards may be ensured before initiating the
mining activities.

Regular and Periodical medical examination of
workers are being conducted at our existing
Occupational Health Centre as per DGMS
guidelines. Recommendations of National lnstitute
of Labour for ensuring good occupational
environment for mine workers.

The preventive measures for burns, malaria and
anti-snake venom including all other paramedical
safeguards are readily available in our existing
Health Centre.
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Sl. No. Condition Compliance Status

(vii) lmplementation of Action Plan on the issues
raised during the Public Hearing shall be ensured.
The PP shall complete all the tasks as per the
Action Plan submitted with budgetary provisions
durinq the Public Hearinq.

Complied

(viii) The mining operations shall be restricted to above
ground water table and it should not intersecl
groundwater table. ln case of working below
groundwater table, prior approval of the Ministry of
Environment, Forest and Climate Change and
Central Ground Water Authority shall be obtained,
for which a detailed hydro-geological study shall
be caried out; The Report on six monthly basis on
changes in Groundwaler level and quality shall be
submitted to the Reqional Office of the Ministry.

The groundwater will not be intersecting due to
,mining activity. Ultimate working depth of the mine
will be 480 m AMSL, whereas groundwater table
is at 420 m A|\4SL in summer and 425 m AMSL in
monsoon.

(ix) The pollution due to transportation load on the
environment will be effectively controlled & water
sprinkling will also be done regularly. Vehicles
with PUCC only will be allowed to ply. The mineral
transportation shall be carried out through covered
trucks only and the vehicles carrying the mineral
shall not be overloaded. Project should obtain
PUC certificate for all the vehicles from authorized
pollution testing centres.

Water sprinkling is being done on haul roads.
Vehicles with PUCC only are allowed to ply at
mine area.

Vehicles having PUC certiricate are being allowed
to ply at mine area. We are not allowing any
vehicle to overload the limestone during
transportation. PUC certificate has been obtained
for all vehicle from authorised pollution testing
centre.

(x) There shall be planning, developing and
implementinq facilitv of rainwater harvestinq

Rain water harvesting will be implemented.
Conservation measures will be developed to
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